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§63.146 Process wastewater provi-
sions—reporting.

(a) For each waste management unit,
treatment process, or control device
used to comply with §§63.138 (b)(1),
(©)(1), (d), (e), (F), or (g) of this subpart
for which the owner or operator seeks
to monitor a parameter other than
those specified in table 11, table 12, or
table 13 of this subpart, the owner or
operator shall submit a request for ap-
proval to monitor alternative param-
eters according to the procedures speci-
fied in §63.151(f) or (g) of this subpart.

(b) The owner or operator shall sub-
mit the information specified in para-
graphs (b)(1) through (b)(9) of this sec-
tion as part of the Notification of Com-
pliance Status required by §63.152(b) of
this subpart.

(1) [Reserved]

(2) For each new and existing source,
the owner or operator shall submit the
information specified in table 15 of this
subpart for Table 8 and/or Table 9 com-
pounds.

(3) [Reserved]

(4) For each treatment process iden-
tified in table 15 of this subpart that
receives, manages, or treats a Group 1
wastewater stream or residual removed
from a Group 1 wastewater stream, the
owner or operator shall submit the in-
formation specified in table 17 of this
subpart.

(5) For each waste management unit
identified in table 15 of this subpart
that receives or manages a Group 1
wastewater stream or residual removed
from a Group 1 wastewater stream, the
owner or operator shall submit the in-
formation specified in table 18 of this
subpart.

(6) For each residual removed from a
Group 1 wastewater stream, the owner
or operator shall report the informa-
tion specified in table 19 of this sub-
part.

(7) For each control device used to
comply with §§63.133 through 63.139 of
this subpart, the owner or operator
shall report the information specified
in paragraphs (b)(7)(i) and (b)(7)(ii) of
this section.

(i) For each flare, the owner or oper-
ator shall submit the information spec-
ified in paragraphs (b)(7)(i)(A) through
(b)(7)(i)(C) of this section.
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(A) Flare design (i.e., steam-assisted,
air-assisted, or non-assisted);

(B) AIll visible emission readings,
heat content determinations, flow rate
measurements, and exit velocity deter-
minations made during the compliance
determination required by §63.139(c)(3)
of this subpart; and

(C) Reports of the times and dura-
tions of all periods during the compli-
ance determination when the pilot
flame is absent or the monitor is not
operating.

(i) For each control device other
than a flare, the owner or operator
shall submit the information specified
in paragraph (b)(7)(ii)(A) of this section
and in either paragraph (b)(7)(ii)(B) or
(b)(7)(i1)(C) of this section.

(A) The information on parameter
ranges specified in §63.152(b)(2) of this
subpart for the applicable parameters
specified in table 13 of this subpart, un-
less the parameter range has already
been established in the operating per-
mit; and either

(B) The design evaluation specified in
§63.139(d)(2) of this subpart; or

(C) Results of the performance test
specified in §63.139(d)(1) of this subpart.
Performance test results shall include
operating ranges of key process and
control parameters during the perform-
ance test; the value of each parameter
being monitored in accordance with
§63.143 of this subpart; and applicable
supporting calculations.

(8) For each treatment process used
to comply with §63.138(b)(1), (c)(1), (d),
(e), (f), or (g) of this subpart, the owner
or operator shall submit the informa-
tion specified in paragraphs (b)(8)(i)
and (b)(8)(ii) of this section.

(i) For Items 1 and 2 in table 12 of
this subpart, the owner or operator
shall submit the information specified
in paragraphs (b)(B)(1)(A) and
(b)(8)(1)(B) of this section. An owner or
operator using the design steam strip-
per compliance option specified
§63.138(d) of this subpart does not have
to submit the information specified in
paragraph (b)(8)(i)(A) or (b)(8)(i)(B) of
this section. However, the monitoring
requirements specified in Item 2 of
table 12 of this subpart still apply.

(A) The information on parameter
ranges specified in §63.152(b)(2) of this
subpart for the parameters approved by
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the Administrator, unless the param-
eter range has already been established
in the operating permit.

(B) Results of the initial measure-
ments of the parameters approved by
the Administrator and any applicable
supporting calculations.

(i) For Item 3 in table 12 of this sub-
part, the owner or operator shall sub-
mit the information on parameter
ranges specified in §63.152(b)(2) of this
subpart for the parameters specified in
Item 3 of table 12 of this subpart, un-
less the parameter range has already
been established in the operating per-
mit.

(9) Except as provided in paragraph
(b)(9)(iii) of this section, for each waste
management unit or treatment process
used to comply with §63.138(b)(1), (c)(1),
(d), (e), (), (g), or (h)(3) of this subpart,
the owner or operator shall submit the
information specified in either para-
graph (b)(9)(i) or (b)(9)(ii) of this sec-
tion.

(i) The design evaluation and sup-
porting documentation specified in
§63.138(j)(1) of this subpart.

(ii) Results of the performance test
specified in §63.138(j)(2) of this subpart.
Performance test results shall include
operating ranges of key process and
control parameters during the perform-
ance test; the value of each parameter
being monitored in accordance with
§63.143 of this subpart; and applicable
supporting calculations.

(iii) If the owner or operator elects to
use one of the technologies specified in
§63.138(h) of this subpart, the owner or
operator is exempt from the require-
ments specified in paragraphs (b)(9)(i)
and (b)(9)(ii) of this section.

(c) For each waste management unit
that receives, manages, or treats a
Group 1 wastewater stream or residual
removed from a Group 1 wastewater
stream, the owner or operator shall
submit as part of the next Periodic Re-
port required by §63.152(c) of this sub-
part the results of each inspection re-
quired by §63.143(a) of this subpart in
which a control equipment failure was
identified. Control equipment failure is
defined for each waste management
unit in §8§863.133 through 63.137 of this
subpart. Each Periodic Report shall in-
clude the date of the inspection, identi-
fication of each waste management
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unit in which a control equipment fail-
ure was detected, description of the
failure, and description of the nature of
and date the repair was made.

(d) Except as provided in paragraph
(f) of this section, for each treatment
process used to comply  with
§63.138(b)(1), (c)(1), or (e) of this sub-
part, the owner or operator shall sub-
mit as part of the next Periodic Report
required by §63.152(c) the information
specified in paragraphs (d)(1), (d)(2),
and (d)(3) of this section for the moni-
toring required by §63.143(b) of this
subpart.

(1) For Item 1 in table 12, the owner
or operator shall submit the results of
measurements that indicate that the
biological treatment unit is outside the
range established in the Notification of
Compliance Status or operating per-
mit.

(2) For Item 2 in table 12, the owner
or operator shall submit the moni-
toring results for each operating day
during which the daily average value of
a continuously monitored parameter is
outside the range established in the
Notification of Compliance Status or
operating permit.

(3) For Item 3 in table 12 of this sub-
part, the owner or operator shall sub-
mit the monitoring results for each op-
erating day during which the daily av-
erage value of any monitored param-
eter approved in accordance with
§63.151 (f) was outside the range estab-
lished in the Notification of Compli-
ance Status or operating permit.

(e) Except as provided in paragraph
(f) of this section, for each control de-
vice used to comply with §§63.133
through 63.139 of this subpart, the
owner or operator shall submit as part
of the next Periodic Report required by
§63.152(c) of this subpart the informa-
tion specified in either paragraph (e)(1)
or (e)(2) of this section.

(1) The information specified in table
20 of this subpart, or

(2) If the owner or operator elects to
comply with §63.143(e)(2) of this sub-
part, i.e., an organic monitoring device
installed at the outlet of the control
device, the owner or operator shall sub-
mit the monitoring results for each op-
erating day during which the daily av-
erage concentration level or reading is
outside the range established in the

244



Environmental Protection Agency

Notification of Compliance Status or
operating permit.

(f) Where the owner or operator ob-
tains approval to use a treatment proc-
ess or control device other than one for
which monitoring requirements are
specified in §63.143 of this subpart, or
to monitor parameters other than
those specified in table 12 or 13 of this
subpart, the Administrator will specify
appropriate reporting requirements.

(g) If an extension is utilized in ac-
cordance with §63.133(e)(2) or §63.133(h)
of this subpart, the owner or operator
shall include in the next periodic re-
port the information specified in
§63.133 (e)(2) or §63.133(h).

[62 FR 2774, Jan. 17, 1997, as amended at 64
FR 20192, Apr. 26, 1999]

§63.147 Process wastewater
sions—recordkeeping.

(a) The owner or operator transfer-
ring a Group 1 wastewater stream or
residual removed from a Group 1 waste-
water stream in accordance with
§63.132(g) of this subpart shall keep a
record of the notice sent to the treat-
ment operator stating that the waste-
water stream or residual contains or-
ganic hazardous air pollutants which
are required to be managed and treated
in accordance with the provisions of
this subpart.

(b) The owner or operator shall keep
in a readily accessible location the
records specified in paragraphs (b)(1)
through (b)(7) of this section.

(1) A record that each waste manage-
ment unit inspection required by
§§63.133 through 63.137 of this subpart
was performed.

(2) A record that each inspection for
control devices required by §63.139 of
this subpart was performed.

(3) A record of the results of each seal
gap measurement required by
§§63.133(d) and 63.137(c) of this subpart.
The records shall include the date of
the measurement, the raw data ob-
tained in the measurement, and the
calculations described in §63.120(b)(2),
(3), and (4) of this subpart.

(4) For Item 1 and Item 3 of table 12
of this subpart, the owner or operator
shall keep the records approved by the
Administrator.

(5) Except as provided in paragraph
(e) of this section, continuous records
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of the monitored parameters specified
in Item 2 of table 12 and table 13 of this
subpart, and in §63.143(e)(2) of this sub-
part.

(6) Documentation of a decision to
use an extension, as specified in
§63.133(e)(2) or (h) of this subpart,
which shall include a description of the
failure, documentation that alternate
storage capacity is unavailable, and
specification of a schedule of actions
that will ensure that the control equip-
ment will be repaired or the vessel will
be emptied as soon as practical.

(7) Documentation of a decision to
use a delay of repair due to unavail-
ability of parts, as specified in
§63.140(c), shall include a description of
the failure, the reason additional time
was necessary (including a statement
of why replacement parts were not
kept on site and when the manufac-
turer promised delivery), and the date
when repair was completed.

(c) For each boiler or process heater
used to comply with 8§63.133 through
63.139 of this subpart, the owner or op-
erator shall keep a record of any
changes in the location at which the
vent stream is introduced into the
flame zone as required in §63.139(c)(1)
of this subpart.

(d) The owner or operator shall keep
records of the daily average value of
each continuously monitored param-
eter for each operating day as specified
in §63.152(f), except as provided in para-
graphs (d)(1) and (d)(2) of this section.

(1) For flares, records of the times
and duration of all periods during
which the pilot flame is absent shall be
kept rather than daily averages.

(2) For carbon adsorbers, the owner
or operator shall keep the records spec-
ified in paragraphs (d)(2)(i) and (d)(2)(ii)
of this section instead of daily aver-
ages.

(i) Records of the total regeneration
stream mass flow for each carbon bed
regeneration cycle.

(ii) Records of the temperature of the
carbon bed after each regeneration
cycle.

(e) Where the owner or operator ob-
tains approval to use a control device
other than one for which monitoring
requirements are specified in §63.143 of
this subpart, or to monitor parameters
other than those specified in table 12 or
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